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11mm HIGH DISPLAY SILICONE INTERNAL  STAINLESS 2mm GLASS FILLED NORYL
WITH MULTICOLOUR ELASTOMER SCALE STEEL SILICONE (MODIFIED PPE)
BACKLIGHT BEHIND KEYPAD CARD ENCLOSURE GASKET PANEL CLAMPS
GLASS WINDOW
INPUT OPTIONAL 4/20MA  POWER SUPPLY
VIEW ON ARROW A TERMINALS OUTPUT TERMINALS TERMINALS
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(REAR PANEL DETAILS) \
A=)
OPTIONAL I S/ TERMINAL BLOCKS
CUSTOMER TAG ARE REMOVABLE
INFORMATION
OPTIONAL ) ﬁ
ALARM RO 4 SCREW
TERMINALS CLAMPS
SCALE CARD ACCESS M4 EARTH STUD
TERMINAL CONNECTIONS:
Type of input can be selected on-site Terminal for optional
4/20mA output
Current input Voltage input RTD input /20mA outpy
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NO NC, NO NC, 10-36V dc E L N E
Alarm 1 Alarm 2 Power supply Power supply
Terminals for dc model 115/230V ac model
optional alarms Te)
~
INSTALLATION: BEKA BEZEL —\ ~

1 INSERT UNIT INTO PANEL CUTOUT FROM FRONT.

2 SCREW CLAMPS ARE FITTED OVER THE 4 STUDS
& THE WING NUTS TIGHTENED FROM REAR OF PANEL. | |PANEL CUTOUT FOR IP66:
RECOMMENDED TORQUE 22cNm MIN.

3 FOR PANELS GREATER THAN 3mm THICK ADD 90 200 4 435 ~00
ADDITIONAL DEPTH FOR CLAMPS. '

(ie ADD PANEL THICKNESS LESS 3mm) ]

4 FINALLY, FIT A SILICONE RUBBER CAP TO THE
END OF EACH M3 THREADED ROD.
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